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PRODUCING PlANTS: LONG BFACH, Alrf!OCH, SFATTLE, ROSARIO, JACKSOlMLLE, DE!Allal 

(llre Fori!!Ula: 
(Lbs./M sq .rt.) 

Boerd Stucco (S-1~ 
S-2 

Paper Fiber (B-G-1) 

Starch (RM-B-11) 

Core Foaming Agent: 

Rasin (B-G-1) 

AIS (B-G-1) 

AAS (B-G-1) 

Lignin (B-G-1) 

End Trim (B-G-1) 

Potassium Sulfate 
(B-G-1) 

Retarder (B-G-1) 

Hydrated Lime 
(R!.I-P-3) 

~~acJ:! 

1000-1140 

8-10 

5.0-7.5 

0.2-0.8 

2.0-2.5 

20-35 

0.5-2.0 

None 

0-0.6 

Antioch 

1000-1140 

8-10 

5.0-7.5 

None 

0-0.6 

Parer Liners: lath Paper both sides. 

Seattle 

l000-1:1,40 

8-10 

5.0-7.5 

None 

0-0.6 

Rosario 

1050-1200 

8-lO 

5.0-7.5 

0-0.4 

0-0.6 

Jackson-
ville Delanco 

1050-1200 1050-1200 

8-10 8-10 

5.0-7.5 5.0-7.5 

None None 

0-0.6 0-0.6 

OPERATING SPECIFICATIONS: (Refer to Process Bulletin B-G-2 for General Specifications) 

1. Slurry Setting Time, minutes 

2. Wet Slurry Weight (Lbs./cu.ft.) 

. :L Wet Compressive Strength, psi 

2 - 4 

73 - 82 

225 - 350 

4. Perforated Lath- Produced by punching forty-eight (48) - 3/4" diameter holes as. a 
diamond pattern in each piece of plain lath prior to being cut into lehgtns on the 
mchine. The holes are evenly spaced on 411 center?. Replace pnnches when the 
holes become ragged or when the punch fractures the core around the perforation. 
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